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Why choose OKI CIELO?

With track rail. Ideal for both critical 

areas (ICU, ER, intermediate care 

ward) and OR. 

With track rail for sliding accessories. Ideal to 

guarantee adequate wet and dry side for latest 

generation specialized intensive care units.

VERTICAL COLUMN SOLUTION

HORIZONTAL BEAM SOLUTION

WWW.LMMEDICALDIVISION.COM

EASY TO INSTALL, EASIER TO MAITAIN
We create equipment based on two simple key principles:

ease of installation and long-lasting top quality components ensuring 

minimum maintenance and maximum reliability.

Oki CIELO is delivered pre-assembled to reduce costs of installation.

VERSATILITY
OKI CIELO is arranged to suit perfectly any medical 

requirement. The versatility of this unit allows you to 

match any specification with one only product.
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OKI
CIELO

With 38mm Ø pole. Suitable for all critical 

areas (ICU, ER or intermediate care ward) and 

extremely versatile, this unit maximizes  the 

working space around the treatment bed.

VERTICAL WALL SOLUTION

WWW.LMMEDICALDIVISION.COM

GREEN LIGHTING
Decrease your electricity consumption thanks to 

our innovative LED stripes which are available for 

all direct , indirect and even night lighting.

Lesser maintenance, greater performance!

Up to 40% energy saving. 50.000 Hours 

average lifetime

BEAUTIFUL STRENGTH
Behind this innovative design we wanted to make sure to offer some solid quality. OKI CIELO, thanks to the profile’s 

thickness  and the technology adopted,  can guarantee substantial resistance to wear and tear.

Protecting EPOXY POWDER COATING guarantees an adequate 

hygienic surface for all our pendant units. This could be boosted 

further with our dedicated ANTIBACTERIAL paint to ensure 100% 

shield against infectious agents.

POWDER COATING, POWERED HYGIENE
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OKI CIELO is a ceiling mounted unit fitted 

with lighting, provision for medical gases, 

electrical switches and sockets. The system 

has been designed for intensive care units, 

preparation and recovery rooms which 

require several sockets and switches  

to supply medical equipment such as 

monitors, dialysis machines, respirators 

and other machines required to keep the 

patient alive. Both sides of the unit can be 

equipped with the medical equipment.

INTRODUCTION

A - INDIRECT LIGHT

B - DIRECT LIGHT

LIGHT DIFFUSION

C - ELECTRICAL COMPONENTS

D - GAS PIPING

E - GAS OUTLET

COMPONENTS

CIELO - CEILING MOUNTED
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TRACK RAIL

LED NIGHT LIGHT

Designed to guarantee complete ease of movement, 

the new track rail allows to slide and safely fix all 

needed equipment for whichever level of intensive 

treatment.

This optional feature ensures a well-lighted 

atmosphere while the main ambient lighting is off. 

Perfectly integrated inside the ceiling pillars this 

system can be both controlled from the unit itself or 

any additional handset if needed.
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PROFILE OVERVIEW
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195 m
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Ceiling plate

Adjustable bracket for ceiling mounting

ABS cover flange

Ceiling pillar

Night lights (optional)

ABS corner head

Indirect light

Direct light

Main profile

Sliding trolley

Service column

Wide range of accessories
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CONFIGURATIONS
CEILING MOUNTED|FRONT VIEW 

The drawings are just for guidance. Many other configurations are available. Please contact our sales office for specific enquiries.

CEILING MOUNTED|ONE-SIDED

17
00

 m
m

DOUBLE
SINGLE
2500 mm

5000 mm

MULTIPLE

CEILING MOUNTED|DOUBLE-SIDED
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OKI CIELO is a medical supply unit with a versatile and flexible configuration, able to meet the specific needs of intensive and special care units. The OKI 

CIELO head can be customized  in  length, height and can be equipped with a number of accessories which are fully described in the following pages.

CUSTOMIZATION

PAINTED STEEL SHELF 
Painted steel structure, aluminum fixings
OK-ACCSHF4440  L 440mm – W 400mm – Load 45Kg – Weight 5Kg

PAINTED STEEL SHELF
Painted steel structure, aluminum fixings
OK-ACCDRW4440              Lg L 440mm – W 400mm – H 150mm - Load 
45Kg - Weight 14Kg

SINGLE DIN RAIL
Stainless steel DIN rail, aluminum fixings
OK-ACCMDR500S   L 500mm – 25X10mm– Load 20Kg – Weight 0,85Kg

BIOCLEAN SHELF
Painted steel structure, SOLID MATERIAL top, alumi-
num fixings

OK-ACCSHF4540S   L450mm – W 400mm – Load 45g – Weight 6,5Kg

BIOCLEAN DRAWER
Painted steel structure, SOLID MATERIAL top, alumi-
num fixings

OK-ACCDRW4540S  L 450mm – W 400mm – H 150mm - Load 45Kg 
- Weight 15,5Kg     

DOUBLE DIN RAIL
Stainless steel DIN rail, , aluminum fixings
OK-ACCMDR500D   L 500mm – 25X10mm– Load 20Kg –
Weight 1,3Kg

PAINTED STEEL SHELF
Painted steel structure, aluminum fixings
OK-ACCSHF6440  L 640mm – W 400mm – Load 45Kg – Weight 7Kg

PAINTED STEEL DRAWER
Painted steel structure, aluminum fixings
OK-ACCDRW6440  L 640mm – W 400mm – H 150mm - Load  45Kg –
Weight 20,5Kg

SINGLE DIN RAIL
Stainless steel DIN rail, , aluminum fixings
OK-ACCMDR700S   L 700mm – 25X10mm– Load 20Kg – Weight 1,0Kg

DOUBLE DIN RAIL
Stainless steel DIN rail, , aluminum fixings
OK-ACCMDR700D   L 700mm – 25X10mm– Load 20Kg – Weight  1,6Kg
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ACCESSORIES

COLUMN
330° swiveling column made of aluminium, with variable height 
(600/10001200) and frontal track for additional accessories

ORIENTABLE VERTICAL POLE
Vertical pole made of stainless steel, support made of aluminium

OK-ACOPI2508 H 800mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,4Kg
OK-ACOPI2510 H 1000mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,6Kg
OK-ACOPI2512 H 1200mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,7Kg

ORIENTABLE VERTICAL POLE
Vertical pole made of stainless steel, support made of aluminium

OK-ACOPID2508 H 800mm – W 400mm – Ø25mm - Load 10Kg – Weight 1,9Kg
OK-ACOPID2510 H 1000mm – W 400mm – Ø25mm - Load 10Kg – Weight 2Kg
OK-ACOPID2512 H 1200mm – W 400mm – Ø25mm - Load 10Kg – Weight 2,2Kg

ORIENTABLE VERTICAL POLE WITH IV STAND 4 
HOOKS
Vertical pole made of stainless steel, support made of aluminium, 
plastic hooks

OK-ACOPI2508IV H 800mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,3Kg
OK-ACOPI2510IV H 1000mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,6Kg
OK-ACOPI2512IV H 1200mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,9Kg

ORIENTABLE VERTICAL POLE WITH IV STAND 4 
HOOKS
Vertical pole made of stainless steel, support made of aluminium, 
plastic hooks

OK-ACOPID2508IV H 800mm – W 400mm – Ø25mm - Load 10Kg – Weight 2,9Kg
OK-ACOPID2510IV H 1000mm – W 400mm – Ø25mm - Load 10Kg – Weight 3,1Kg
OK-ACOPID2512IV H 1200mm – W 400mm – Ø25mm - Load 10Kg – Weight 3,4Kg

PAINTED STEEL SHELF

OK-ACPSHFM L 460mm – W 440mm – Load 40Kg – Weight 7Kg

PAINTED STEEL DRAWER

OK-ACPDRWM L 460mm – W 440mm – H 150mm - Load 40Kg – Weight 16Kg

PAINTED STEEL DRAWER

OK-ACPDRWMR L 460mm – W 440mm – H 150mm - Load 40Kg – Weight 17Kg

PAINTED STEEL SHELF

OK-ACPSHFMR L 460mm – W 440mm – Load 40Kg - Weight 7,3Kg

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER
BIOCLEAN SHELF

OK-ACPSHFS L 470mm – W 450mm – Load 40Kg – Weight 8,5Kg

BIOCLEAN SHELF

OK-ACPSHFSR L 470mm – W 450mm – Load 40Kg – Weight 9,2Kg

BIOCLEAN DRAWER

OK-ACPDRWS L 470mm – W 450mm – H 150mm - Load 40Kg – Weight 18Kg

BIOCLEAN DRAWER

OK-ACPDRWSR L 470mm – W 450mm – H 150mm - Load 40Kg – Weight 18,7Kg

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER
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OKI CIELO is also available in the vertical wall mounted solution. Studied 

for intensive care units, this bed head unit offers maximum versatility 

allowing the medical staff to use all the needed equipment with extreme 

ease. Available upon request the stainless steel vertical pole onto which a 

number of accessories can be combined.

INTRODUCTION

A - Electrical components

B - Gas piping

C - Gas outlet

D - Vertical pole

COMPONENTS

CIELO - VERTICAL WALL MOUNTED

Highly recommended the 38mm stainless steel vertical pole onto which

dedicated accessories can be installed.

A/C

B

C/A

D
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If required the unit can be supplied 

with LED indirect and night lights. The 

former is perfectly integrated inside 

the top head and diffuses a pleasant 

uniform ambient illumination. The 

latter is placed in the bottom head and

offers a gentle beam light that does not

disturb the patient while resting.

PROFILE OVERVIEW

LED NIGHT LIGHT

LED AMBIENT LIGHT

a – Vertical pole Ø 38 mm 
b  – Wide range of accessories
c – Gas / Electrical compartments

COLUMN INTEGRATED LIGHT SYSTEMS

a

b 

c 

382 mm

354 mm
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VERTICAL WALL MOUNTED|FRONT VIEW

SINGLE DOUBLE

ACCESSORIES

BIOCLEAN SHELF
Painted steel structure, SOLID MATERIAL top, aluminum 
fixings

OK-ACSHF433638S   L 440mm – W 370mm – Load 25Kg – Weight 7,5Kg

PAINTED STEEL SHELF
Painted steel structure, aluminum fixings

OK-ACSHF433638M   L 430mm – W 360mm – Load 25Kg – Weight 6Kg

PAINTED STEEL DRAWER
Painted steel structure, aluminum fixings

OK-ACDRW433638M   L 430mm – W 360mm – H 150mm - Load 20Kg – 
Weight  14Kg

PAINTED STEEL DRAWER
Painted steel structure, aluminum fixings

OK-ACSHF433638MR  L 430mm – W 360mm – H 150mm - Load 20Kg –
Weight  14,5Kg

PAINTED STEEL SHELF
Painted steel structure, aluminum fixings, stainless
steel rail

OK-ACSHF433638MR  L 430mm – W 360mm – Load 25Kg – Weight 6,3Kg

BIOCLEAN DRAWER
Painted steel structure, SOLID MATERIAL top, aluminum fixings

OK-ACSHF433638S     L 440mm – W 370mm – H 150mm - Load 20Kg - 
 Weight     15,5Kg

BIOCLEAN  SHELF
Painted steel structure, SOLID MATERIAL top, aluminum 
fixings

OK-ACSHF433638SR   L 440mm – W 370mm – Load 25Kg – Weight 8Kg

BIOCLEAN DRAWER
Painted steel structure, SOLID MATERIAL top, aluminum fixings

OK-ACSHF433638SR   L 440mm – W 370mm – H 150mm - Load 20Kg – 
Weight     16Kg
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ORIENTABLE VERTICAL POLE
Vertical pole made of stainless steel, support made of aluminium

OK-ACRID250838J H 800mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,4Kg
OK-ACRID251038J H 1000mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,6Kg
OK-ACRID251238J H 1200mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,7Kg

ORIENTABLE VERTICAL POLE
Vertical pole made of stainless steel, support made of aluminium

OK-ACRIDD250838J H 800mm – W 400mm – Ø25mm - Load 10Kg – Weight 1,9Kg
OK-ACRIDD251038J H 1000mm – W 400mm – Ø25mm - Load 10Kg – Weight 2Kg
OK-ACRIDD251238J H 1200mm – W 400mm – Ø25mm - Load 10Kg – Weight 2,2Kg

ORIENTABLE VERTICAL POLE WITH IV STAND 4 
HOOKS
Vertical pole made of stainless steel, support made of aluminium, 
plastic hooks

OK-ACRID2508IV38J  H 800mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,3Kg
OK-ACRID2510IV38J  H 1000mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,6Kg
OK-ACRID2512IV38J H 1200mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,9Kg

ORIENTABLE VERTICAL POLE WITH IV STAND 4 
HOOKS
Vertical pole made of stainless steel, support made of aluminium, 
plastic hooks

OK-ACRIDD2508IV38J H 800mm – W 400mm – Ø25mm - Load 10Kg – Weight 2,9Kg
OK-ACRIDD2510IV38J H 1000mm – W 400mm – Ø25mm - Load 10Kg – Weight 3,1Kg
OK-ACRIDD2512IV38J H 1200mm – W 400mm – Ø25mm - Load 10Kg – Weight 3,4Kg

DIN RAILDIN RAIL
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CIELO bed head unit is LM Medical division’s greatest 

example of how technical know-how and responsible 

attitude to strive for the best results coalesce 

harmoniously. In fact CIELO can be also offered in 

freestanding configuration, fixed on the ceiling through 

a solid pillar. In this way CIELO can be mounted 

anywhere in the room with a wide range of accessories 

and rotating equipment carries making this bed head 

unit the ideal solution for special intensive care units.

INTRODUCTION

A - Electrical components

B - Gas piping

C - Gas outlet

COMPONENTS

A/C

B

C/A

CIELO - CEILING COLUMN
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The head can freely rotate 345°. In this way the medical staff can

always have easy access to all equipment. This reduces to the 

minimum the workload and enhances significantly the workflow.

deal for fixing firmly shelves and drawers with high 

carrying capacity to place safely the most delicate medical 

equipment. At any time the accessories can be adjusted by 

simply releasing the bolts.

ROTATING HEAD

VERTICAL TRACK RAIL

PROFILE OVERVIEW

a – 
b – 
c – 
d – 
e – 
f – 
g – 
h – 

a 

b

c 

d 

e 

f 

g 

h

382 mm

195 mm

Ceiling plate
Adjustable bracket for ceiling mounting 
ABS cover flange
Ceiling pillar
Junction for rotating head
Track rail for mounting accessories
Gas / electrical compartments
Wide range of accessories
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COLUMN CEILING MOUNTED|FRONT VIEW

ACCESSORIES

SINGLE DOUBLE

ORIENTABLE VERTICAL POLE
Vertical pole made of stainless steel, support made of aluminium

OK-ACOPI2508 H 800mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,4Kg
OK-ACOPI2510 H 1000mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,6Kg
OK-ACOPI2512 H 1200mm – W 200mm – Ø25mm - Load 15Kg – Weight 1,7Kg

ORIENTABLE VERTICAL POLE
Vertical pole made of stainless steel, support made of aluminium

OK-ACOPID2508 H 800mm – W 400mm – Ø25mm - Load 10Kg – Weight 1,9Kg
OK-ACOPID2510 H 1000mm – W 400mm – Ø25mm - Load 10Kg – Weight 2Kg
OK-ACOPID2512 H 1200mm – W 400mm – Ø25mm - Load 10Kg – Weight 2,2Kg

ORIENTABLE VERTICAL POLE WITH IV STAND 4 
HOOKS
Vertical pole made of stainless steel, support made of aluminium, 
plastic hooks

OK-ACOPI2508IV H 800mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,3Kg
OK-ACOPI2510IV H 1000mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,6Kg
OK-ACOPI2512IV H 1200mm – W 200mm – Ø25mm - Load 15Kg – Weight 2,9Kg

ORIENTABLE VERTICAL POLE WITH IV STAND 4 
HOOKS
Vertical pole made of stainless steel, support made of aluminium, 
plastic hooks

OK-ACOPID2508IV H 800mm – W 400mm – Ø25mm - Load 10Kg – Weight 2,9Kg
OK-ACOPID2510IV H 1000mm – W 400mm – Ø25mm - Load 10Kg – Weight 3,1Kg
OK-ACOPID2512IV H 1200mm – W 400mm – Ø25mm - Load 10Kg – Weight 3,4Kg

PAINTED STEEL SHELF

OK-ACPSHFM L 460mm – W 440mm – Load 40Kg – Weight 7Kg

PAINTED STEEL DRAWER

OK-ACPDRWM L 460mm – W 440mm – H 150mm - Load 40Kg – Weight 16Kg

PAINTED STEEL DRAWER

OK-ACPDRWMR L 460mm – W 440mm – H 150mm - Load 40Kg – Weight 17Kg

PAINTED STEEL SHELF

OK-ACPSHFMR L 460mm – W 440mm – Load 40Kg - Weight 7,3Kg

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER
BIOCLEAN SHELF

OK-ACPSHFS L 470mm – W 450mm – Load 40Kg – Weight 8,5Kg

BIOCLEAN SHELF

OK-ACPSHFSR L 470mm – W 450mm – Load 40Kg – Weight 9,2Kg

BIOCLEAN DRAWER

OK-ACPDRWS L 470mm – W 450mm – H 150mm - Load 40Kg – Weight 18Kg

BIOCLEAN DRAWER

OK-ACPDRWSR L 470mm – W 450mm – H 150mm - Load 40Kg – Weight 18,7Kg

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN DRAWERBIOCLEAN SHELF

BIOCLEAN SHELF BIOCLEAN DRAWER
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CEILING PILLARSCEILING PLATE
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The main scaffold made of steel is safely bolted onto the ceiling. The frame

can be fully customized in height thanks to the adjustable brackets. A cover 

flange can be supplied in  order to adapt the mounting scaffolding onto 

double plasterboard ceilings. A single pillar can bear up to 200 kg overall 

weight.

PAINTED STEEL DRAWER
Painted steel structure, aluminum fixings

OK-ACPDRWM L 460mm – W 440mm – H 150mm - Load 40Kg – Weight 16Kg

BIOCLEAN DRAWER
Painted steel structure, SOLID MATERIAL top, aluminum fixings

OK-ACPDRWS L 470mm – W 450mm – H 150mm - Load 40Kg – Weight 18Kg

OKI CIELO is painted with thermoset epoxy-polyester paint.

Each single profile can be painted separately according to the customer’s specific taste.

The colours shown are for guidance only, please refer to the standard RAL colour chart.

The choice of any colour  not commonly used might require longer delivery time.

Customers are highly recommended to consult our sales office for detailed advice.

PAINTINGS AND FINISHINGS

9010 MATT

ILLUSTRATIVE COLOUR CHART
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TECHNICAL DATA SHEET
Testing in production for each single unit For each unit the following tests are performed: -grounding impedance protection 

in accordance with 18f) of standard 60601-1 - standard measurement of leakage 
current in accordance with 19.3 and 19.4 of EN 60601-1-measurement of dielectric
strength, in accordance with 20.3 and 20.4 of standard EN 60601-1 – requirements
as in 59.101.1, 59.102.1 and 59.103.1; 59.101.2); 59.102.2 b), 59.103.2); 59.101.2 
BC), 59.102.2 (c)) and 59.103.2. b) – pressure tests in accordance with 59.101.2. d) 
and 59.102.2. d)

EC CERTIFICATE 1548/MDD The devices are made in compliance with Directive 93/42/EEC concerning medical
devices Annex II with certification CE0051

The equipment should be considered class IIb. Regulation

Classification according to the type of protection against 
electrical hazards

Class I device. The protection against electric shock is guaranteed by the metal
parts of the ground protection.

Classification according to the degree of protection 
against penetration of liquids and external agents

Against penetration of liquids and external agents IP20.

Classification according to the use and conditions Device for continuous operation.

Electromagnetic interference The operation of other devices placed near the medical device (as portable equi-
pment or furniture) can cause electromagnetic interference or other interference, 
always check with qualified personnel.

Protection provided on external power circuit Provides adequate protection with circuit breakers or fuses dimensioned accor-
ding to the power indicated on the label.

Supply voltage 110-230 VAC 50/60 Hz

Low voltage 12-24 V-AC/DC

Wire minimum section Lights 1.5 mmq
Electrical sockets 2.5 sq.mm
Ground 2.5/6 sq.mm

Conditions for Storage Temperature: between  -10°C and +40°C
Relative humidity: between 30% and 75%

Conditions for Usage Temperature: between +5°C and 35°C
Relative humidity: between 30% and 75%

Maintenance The bed head unit does not require routine standard maintenance but only long 
term one.
Medical gases and electrical components are kept separated: for this reason no
special caution during maintenance service is needed.

Cleaning The epoxy-polyester paint or the anodic oxidation guarantee the durability of all
external surfaces.
Cleaning is recommended with soft cloth soaked with non-alcoholic and gentle de-
tergents and disinfectants.

Testing The products are fully tested and ready for immediate installing.

Ceiling fixing Clamped onto the ceiling with an adjustable bracket.

Wall fixing Screwed onto the wall through a special bracket.

Aluminium Structural profile not less than 3.5mm/cover profile not less than 1.8mm Alloy 6063 
T6.

Quality management systems ISO 9001 
EN ISO 13485


